
This document is prepared for our customers as a service and is to the best of our knowledge true & accurate.  
However, it is understood & agreed by the users of this document that we will accept no liability for the conclusions reached.  

Users of this document may therefore wish to perform additional testing before determining that products mentioned are suitable. 

 

 

 MIL-PRF-81705 Type I Class I – Roll Stock 
MIL-DTL-117 Type I Class F Style I – Pouch/Bag 

 
Application: 
Barrier Material: Watervaporproof, Electrostatic Protective, Electrostatic and 
Electromagnetic Shielding, Flexible, Heat-Sealable Type 1, Class 1 

 
Structure description: Met-PET/PE/Foil/ESD-Sealant 
 
Physical Properties: 
 

PROPERTIES TEST METHOD UNIT OF MEASURE VALUE 
Caliper ASTM D2103 mils 4.5 

Yield Calculated sq. in/lb 5,680 

Puncture Resistance FED STD 101 lbs 19 

Tensile Strength ASTM D882 psi 4,100 MD 
4,300 TD 

WVTR ASTM F1249 g/100 sq. in./24 hrs  
@ 90% RH 40° C 

0.0005 

OTR ASTM D3985 cc/100 sq. in./24 hrs 
@0% RH 23° C 

0.0005 

Electrostatic Shielding EIA-541 Appendix volts 0.45 

EMI Attenuation MIL-PRF 81705D db  
>35 (before flexing) 
  30 (after flexing) 

Static Decay MIL-PRF 81705D sec Inner: <1.0 
Outer:<0.02 

Surface Resistivity MIL-PRF 81075D ohms  
Inner 7x1010 
Outer Undetectable 

Seal Strength ASTM F88 lbs/in 19 

Suggested Sealing 
Conditions 

Range: 
325°F – 425° F 

     375° F, 40psi, 1.0 sec  

 

 
   Part No.  Description 
    MSP1103  50” x 100 yds 
    MSP1103-36              36” x 100 yds 
    CP11M-0406  4” x 6” 
    CP11M-0610  6” x 10” 
    CP11M-0812  8” x 12” 
    CP11M-1012  10” x 12” 
    CP11M-1017  10” x 17” 
    CP11M-1620  16” x 20” 
    CP11M-1826              18” x 26” 
      * Custom sizes available upon request 
  
 

Related Products: 
 
Desiccant, Humidity Indicator Cards, 
Vacuum Sealers, Caution labels 
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https://www.correctproducts.com/mil-prf-81705d-ty-i-class-1-roll-stock
https://www.correctproducts.com/mil-prf-81705d-ty-i-class-1-cadpak-esd
https://www.correctproducts.com/mil-dtl-117-type-1-class-f-style-1-bags_2
https://www.correctproducts.com/mil-dtl-117-type-1-class-f-style-1-bags_3
https://www.correctproducts.com/mil-dtl-117-type-1-class-f-style-1-bags_4
https://www.correctproducts.com/mil-dtl-117-type-1-class-f-style-1-bags_5
https://www.correctproducts.com/mil-dtl-117-type-1-class-f-style-1-bags_6
https://www.correctproducts.com/mil-dtl-117h-type-i-class-f-style-i-bags-esd-emi-18-x-26
https://www.correctproducts.com/esd-packaging-shipping/esd-dry-packaging

